
Installation Instruction 

Sliding freezer door  

type SKJ 120  
gate door leaf connecting 

No. 900-072-01 Rev. 01 



 

Installation description 

 

Step 01  Place the door leaf parts on Styrofoam blocks 
                included in the package  

Step 02  Put silicone on the door leaf edges 

Step 03  Slide the hooks into the hook holes 

Step 04  Push the door leaf parts using tension belt and a  
                hammer 

Step 05  Mount the top flat bar 

Step 06  Smooth the silicone surface 

Step 07  Mount the bottom guide rail 

Step 08  Put the heating wire into the groove and connect it 

                to the extension cord in the connection box 

 

 

 

   Necessary tools 

1. Silicone gun 
2. Screwdriver 
3. Tension belt 
4. Hammer 

 



Step 01 
Place the door leaf parts on Styrofoam blocks 
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Step 02 
Put silicone on the door leaf edges 
 



Step 03 
Slide the hooks into the hook holes 
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Step 04 
Push the door leaf parts using tension belt 
and a hammer 
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Step 05 
Mount the top flat bar 

A Screw M5 x 20 

        A 



Step 06 
Smooth the silicone surface 



Step 07 
Mount the bottom guide rail 
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Opening side Closing side 

 

65mm 

A Screw 6 x 32 
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Step 08 
Put the heating wire into the groove and 
connect it to the extension cord in the 
connection box 
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