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Installation Instruction

SKJ 40
Sliding door

(Concrete wall installation kit)

Package content (Extra items for double door – see appendix 3) 

Door leaf x 1pc

Needed Tools

Screwdriver

Spirit Level

Mounting Foam

900-008-01 Rev. 02

Wrench 10, 15 and 17 Hex key 4

Rail

Rail cover x 1pc

x 1pc

Frame x 1pc

Roller

x 2pcs x 2pcs

Stopper

x 11pcs*

x 11pcs*

Plug 12mm

Wall plug 
10/92 + screw

x 3-5pcs**

Sheet metal screw 
4,2x13 *

Plug 18mm

x 18pcs

x 18pcs

Screw 5x70 
+ wall plug

Screw M6x30 Nut M6 + washer

x 3-5pcs** x 3-5pcs**

x 2pcs

Screw 5x55
+ plug

Bottom slide

x 1pc

Type A
(without gasket)

Type B
(with gasket)

Wall console

x 3-5pcs**

* - For 2 sides frame ** - Quantity depends on the door size

x 6-10pcs**

Sheet metal screw 4,2x25
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For the console positions
see appendix 1

For the rail position
see appendix 2

*Both sides
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one side frame

two sides frame
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Appendix 1: Console positions

Appendix 2: Rail position

Roller

x 2pcs x 2pcs

Stopper

x 2pcs

Screw 5x55
+ plug

Bottom slide

x 1pc

Appendix 3: Extra items for double door


